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Rev-C 

Electrical 

Frequency 20 – 180 MHz 

Peak Gain 

MHz  20 30 40 60 88 – 160 160 – 180 

dBi 

min 
-13 -6 -4 0.5 2.5 2 

VSWR 3.5:1 typ 5:1 max 

Mechanical 

MTTF 8,000 flight hours 

Height 945 mm max 

Width 190 mm max 

Weight 5 Kg max 

Connector TNC Female 

Environmental 

Test Standard Duration Temperature Notes 

Operating 

Temperature* 
  

-55⁰C to 

+200⁰C 
 

Vibration Per MIL-STD-810C 
3 blades BT200, Li=0.3g2/Hz , lobes 

BW=fi±0.05 fi 

Thermal Shock MIL-STD-810C Method 503.1 Proc. I    

Mechanical Shock MIL-STD-810C Method 516.2 Proc. I    

Solar Radiation MIL-STD-810C Method 505.1 Proc. II    

Fungus MIL-STD-810C Method 508.1 Proc. I   

Sealing MIL-STD-810C Method 503.1 Proc. I   

Salt Fog MIL-STD-810C Method 509.1 Proc. I    

Acceleration 
MIL-STD-810C Method 513.2 Proc. I 

& II 
   

Temperature 

Altitude 
MIL-STD-810C Method 504.1 Proc. I    

 

*The Goodrich Pneumatic de-icer (Boot) PN 25S-3D5049-01 is the same vendor as used before. 

MTI is not be responsible for its durability and temperature resistance 

 


